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19 x 3-0” Rods.
Thread each end 4.
(4 Required).

TRANSVERSE TIE ASSEMBLY

(Typ. beams 1 & 14)
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See Detail A
47 x 4 x b P Washer.

Full Threaded Sleeve

6" long. (2 Required). \

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

6 x 67 x 1'-5" Blockout to be filled with Class BS Concrete
after Beams have been installed. Cost shall be included in the
cost of Precast Prestressed Concrete Deck Beams (337).
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Temporary Concrete Barrier
See Standard 704001

Drill 149 holes in existing
overlay for 1’9 x 10° dowel bars.
Traffic side only. Anchor locations in
new overlay are to be patched following
stage II Construction. Cost included
with Temporary Concrete Barrier.

TEMPORARY CONCRETE BARRIER

See Roadway Plans for Quantity

19 x Rods. 2°-11" for 35’ beams,
3-0" for 36" beams. Thread each
end 4. (2 Required, each).

TRANSVERSE TIE ASSEMBLY

(Typ. beams 7 & 8)
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17 x Yy slot

threads

(Each side)
Bevel sleeve
7 &1 this end
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DETAIL A

Plate A
’2“)( 32// X 3[2//
with Is"% hole

SECTION A-A

(8 Required)

¢ Exist.
19 tie rod

noute Wo. | secriow oy Jomae sweer

FAP 619 | * PUTNAM IR |12

winars [ eeo. o reosecr-

SHEET NO, 4

6 SHEETS

FE0, ROAG OIGT. NO. 7

Contract Number: 68783
* (120-BR)I-1 & (1I-B)]

=€ Span

New 177-67

Beam |

10 - 127 x 127 x 1” Steel £’s gt
37-07 cts. Top and Bottom

Existing |
Beam

Stage Construction line

37 x 37 x 4" B washer
top and bottom

127 x 12" x 1 Steel P
(M-270 Grade 36) Top and Bottom

Steel Shims, Top and
Bottom (If Required)

P

Grouted K ey—.}———f

1”’¢ stud bolt threaded 6 each end
: with nuts and washers (Min. Fy=50 ksi)

147 Drilled _} Coat with a water soluble lubricant.

Hole :

SHEAR KEY CLAMPING DEVICE

Notes:

See Special Provisions for Stage Construction
Precast Prestressed Concrete Deck Beams.

See sheet 1 of 6 for Stage Construction.

Cost Is included with Precast Prestressed
Concrete Deck Beams.
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CLAMPING PLATE

REPAIR DETAILS
FAP 619 OVER COFFEE_CREEK
PUTNAM_COUNTY
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